














Standard-Depth | French Door | 24.8 cu. ft. | 35 5/8" Width | Architect® Series II Base model: 
KBFS25EVMS | MSRP: $1,899.00 - $2,199.00*  

 
This sleek French door bottom mount refrigerator has full-width access for more versatile storage. Whether it's large party platters 
or meal leftovers, you'll have room for it all. 

PRODUCT FEATURES  

• • ENERGY STAR® qualified to help you save money on utility bills, use less energy and help preserve our natural 
resources  

• • Hinges allow doors to open beyond the width of the refrigerator without interfering with nearby countertops  

• • FreshChill™ Temperature Management System regulates temperatures to keep ingredients in optimum storage 
conditions  

• • Interior water dispenser is located just inside the refrigerator doors for easy access to filtered water  

• • FreshSeal™ humidity-controlled crispers help retain humidity for optimum storage of fresh fruits and vegetables  

• • Two pull-out freezer baskets provide easy access, viewing, and cleaning of freezer  
ATTACHMENTS & ACCESSORIES  

• • Microfiber Cloth  

• • 7' Industrial Grade Refrigerator Water Hose  

• • Refrigerator Water Supply Kit  

• • 40 Watt Blue "DAYLIGHT" Light Bulb for Refrigerators  

• • All-Purpose Appliance Cleaner - 16 oz.  

• • Refrigerator Water Filter - Interior Turn  

• • Copper Refrigerator Water Supply Kit  

• • Easy-to-Use Coil Refrigerator Brush  
PERFORMANCE  

Freezer Capacity 17.5 Cu. Ft.  
Refrigerator Capacity 7.3 Cu. Ft.  
Total Capacity 24.8 Cu. Ft.  

DISPENSER FEATURES  
Dispenser Type Internal  

CONTROLS  
Control Type Digital Controls  
Door Alarm  
Water Filter Indicator  

FREEZER FEATURES  
Basket 1 Description Upper Wire Freezer Basket  
Number of Baskets 1  
Basket 2 Description Lower Wire Freezer Basket  
Basket 2 Quantity 1  

REFRIGERATOR FEATURES  
Drawer 1 Crisper Pan  
Drawer 2 Deli Locker  
Door Bin 2 Description Can Caddy  
Door Bin 2 Quantity 1  
Total Shelves 4  
Door Bin Quantity 2  
Shelf Description Stationary SpillClean™ Glass Shelves  



DIMENSIONS  
Height To Top Of Cabinet 68 9/16 Inches  
Depth With Door Open 90 Degree 48 Inches 
35 5/8" Width  

ELECTRICAL  
15 Amps. 60 Hz. 120 V. A fused electrical supply is required. A grounded circuit is required. A time-delay fuse or circuit breaker and 
separate circuit is recommended.  

AVAILABLE COLORS  

MONOCHROMATIC STAINLESS STEEL | 
KBFS25EVMS  

MSRP*: $2,199.00  

BLACK | KBFS25EVBL  
MSRP*: $1,899.00  

WHITE | KBFS25EVWH  
MSRP*: $1,899.00  

 



Architect® Series II | Freestanding or Built-in Base model: KBCS24LSBS | MSRP: $1,549.00*  

 
KitchenAid® provides a stylish way to store your favorite beverages close at hand. The undercounter beverage center combines the 
convenience of a refrigerator with the elegance of a wine cellar. This unit is designed for built-in or freestanding applications and 
features a left hand door swing. 

PRODUCT FEATURES  

• • Store beverages and other snacks in one of three temperature zones  

• • Dedicated storage for up to 22 wine bottles  

• • 24" deep - fits in the space of a standard base cabinet  

• • Left Hand Door Swing  

• • Can Be Installed Built-In or Freestanding  
DIMENSIONS  

Depth 26 3/8 Inches  
Height 35 1/8 Inches  
Width 23 3/4 Inches  

ELECTRICAL  
15 or 20 Amps. 60 Hz. 115 V. AC only. A fused electrical supply is required. A grounded circuit is required. It is recommended that 
a separate circuit serving only this appliance be provided.  

AVAILABLE COLORS  

BLACK-ON-STAINLESS | KBCS24LSBS  
MSRP*: $1,549.00  

 



Fully Integrated Console | Superba® Series | 5 Cycles | 6 Options | Architect® Series II Base model: 
KUDS50FVSS | MSRP: $1,249.00 - $1,349.00*  

 
This Superba® Series dishwasher features industry-leading performance innovations, including the powerful ProScrub® Option, 
which uses targeted spray jets in the back of the dishwasher to clean away stubborn messes from greasy or baked-on foods. It also 
includes an array of premium loading options including adjustable upper racks and a culinary caddy utensil basket for optimum 
cleaning of a variety of culinary pans and utensils. 

PRODUCT FEATURES  

• • ENERGY STAR® Qualified Dishwasher  

• • Stainless steel interior retains heat for better drying performance while resisting wear over time  

• • Dedicated heating element with Heat Dry option heats the tub at the end of the cycle to dry dishes 44% better than the 
competition* *among the highest MSRP models of leading premium brands  

• • NSF® Certification  

• • The Innovative culinary tool rack provides a dedicated space for cleaning your favorite culinary tools  

• • The Fully Integrated Console Design features a sleek design that will blend into any kitchen with hidden controls and 
the Architect II Series design and handle  

• • ProScrub® Option uses 36 powerful spray jets in the back of the dishwasher to deliver targeted cleaning for stubborn 
messes  

• • Four stainless steel wash arms spray water to ten precisely angled locations to clean dishes 25% better than the 
competition* * among highest MSRP models of leading premium brands  

• • Adjustable upper rack can be raised or lowered two inches, providing flexibility in cleaning various-sized dishes.  

• • 4-blade food disposer eliminates the need for pre-rinsing by grinding down food particles so they can be washed away  

• • Optimum wash sensor adjusts the wash cycle to specific water conditions for maximum cleaning efficiency and 
performance  

ATTACHMENTS & ACCESSORIES  

• • 3-Prong Dishwasher Power Cord Kit  

• • Stainless Steel Cleaner - 10 oz.  

• • Stainless Steel Wipes  

• • Industrial Grade Dishwasher Installation Kit  

• • Dishwasher Magic Cleaner - 12 oz.  

• • All-Purpose Appliance Cleaner - 16 oz.  

• • Glass Magic® Cleaner  

• • Microfiber Cloth  

• • Glisten™ Dishwasher Cleaner  
PERFORMANCE  

Optimum™ Wash Sensor  
Light/China Cycle  
Normal Cycle  
Number of Cycles 5  
Heavy Duty Cycle  
Rinse Only Cycle  
Heated Dry Option  
Hi Temp Wash Option  



Number of Options 6  
Sani-Rinse™ Option  
ProScrub  
4 Stainless Steel Wash Arms  
Built-In Hard Food Disposer  

QUALITY CONSTRUCTION  
Durakote™ Nylon Racks  
Commerical Grade Stainless Steel Tub Stainless  
Tub Design Tall Tub  
SatinGlide™ Plus Rack Glides  
Sound Tested DBA 51  

LOADING FEATURES  
Extra Large Silverware Basket  
Lower Rack 2 Fold-Down Tines  
3rd Level Culinary Tool Rack  
Capacity 14 Place Settings  
Premium Easy Lift Upper Rack Adjuster  
Upper Rack 2 Fold-Down Tines  

GENERAL  
NSF Certified  
ENERGY STAR® Qualified  

ELECTRICAL  
15 Amps. 60 Hz. 120 V. 
 

•  Dimensions 
Overall Width: 23 7/8" 
Overall Depth: 24 1/2" 
Overall Height: 33 7/8" to 34 1/2" 
Cutout Width: 24" Min. 
Cutout Depth: 24" 
Cutout Height: 34" Min. 
 

Approximate Weight: 

• Shipping: 95 lbs  

  
AVAILABLE COLORS  

BLACK | KUDS50FVBL  
MSRP*: $1,249.00  

PANEL ACCESSORY | KUDS50FVPA  
MSRP*: $1,299.00  

STAINLESS STEEL | KUDS50FVSS  
MSRP*: $1,349.00  

WHITE | KUDS50FVWH  
MSRP*: $1,249.00   

 



PRODUCT DIMENSIONS

CABINET CUTOUT DIMENSIONS

Undercounter Dishwasher

PRODUCT MODEL NUMBERS

KUDC03FV
KUDC03IV
KUDC20CV
KUDC20FV
KUDE60FV
KUDE70CV
KUDE70FV

KUDL03FV
KUDS30IV 
KUDS40CV
KUDS40FV
KUDS50FV
KUDS50SV

Electrical Requirements: 120-volt, 60-Hz, AC-only, 15- or
20-amp. fuSEd electrical supply. Copper wire only. A time-
delay fuse or circuit breaker and separate circuit is
recommended.
If direct wiring dishwasher: Use flexible, armored or non-
metallic, sheathed copper wire with grounding wire that
meets the wiring requirements for your home and local
codes and ordinances.
Use a U.L.-listed or CSA-approved conduit connector.
If connecting dishwasher with a power supply cord: Use
Power Supply Cord Kit (Part No. 4317824) marked for use
with dishwashers. Follow the kit instructions for installing
the power supply cord.
Power supply cord must plug into a grounded three-prong,
outlet, located in the cabinet next to the dishwasher
opening. Outlet must meet all local codes and ordinances.
Water Supply Requirements: A hot water line with 20 to
120 psi (138 to 862 kPa) water pressure. Water
temperature must be 120°F (49°C) water at dishwasher.
Use 3/8" O.D. copper tubing with compression fitting or
flexible braided water supply line (1/2" minimum plastic
tubing is not recommended). Use a 90° elbow with 3/8"
N.P.T. external pipe threads on one end. Do not solder
within 6" (15.2 cm) from water inlet valve.
Drain Requirements: A new drain hose is supplied with
your dishwasher. If this is not long enough, use a new drain
hose with a maximum length of 12' (3.7 m) (Part No.
3385556) that meets all current AHAM/IAPMO test
standards, is resistant to heat and detergent, and fits the 1"
(2.5 cm) drain connector of the dishwasher.
Make sure to connect the drain hose to waste tee or
disposer inlet above drain trap in house plumbing and 20"
(50.8 cm) minimum above the floor. It is recommended
that the drain hose either be looped up and securely
fastened to the underside of the counter, or be connected to
an air gap.

Make sure to use an air gap
if the drain hose is
connected to house
plumbing lower than 20"
(50.8 cm) above subfloor or
floor.
Use 1/2" (1.3 cm) minimum
I.D. drain line fittings.
If required, the air gap
should be installed in

accordance with the air gap installation instructions. When
connecting the air gap a rubber hose (not provided) will be
needed to connect to the waste tee or disposer unit.

Because Whirlpool Corporation policy includes a continuous commitment to improve
our products, we reserve the right to change materials and specifications without notice.

Dimensions are for planning purposes only.  For complete details, see Installation
Instructions packed with product.  Specifications subject to change without notice.
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air gap

®

3/4”

(1.9 cm)*

*Insulation may be 
  compressed 
  (not used on all models)

24 1/2”

(62.2 cm)

24 7/8”

(63.2 cm)
23 7/8”(60.6 cm)

21”

(53.3 cm)

33 7/8”
(86 cm) min.

with wheels 
removed

24”(61 cm)**

34”

(86.4 cm)

min*
4”

(10.2 cm)

3”

(7.6 cm)

24”

(61 cm)

1 3/4”(4.4 cm)

1 3/4”

(4.4 cm)

Check that all surfaces have no protrusions
that would prohibit dishwasher installation.

10 1/2”(26.7 cm)

2”

(5.1 cm)

2 1/2”(6.4 cm)

6 3/4”(17.2 cm)

6 1/4”(15.9 cm) Clear Area

 

   
      

 
 

 
 

 
 

21”

(53.3 cm)

 
 

  

 

NOTE: Shaded area of cabinet walls show where
utility connections may be installed.

*Measured from the lowest point on the
underside of countertop. May be reduced to
33 7/8” (86 cm) by removing wheels from
dishwasher.

**Minimum, measured from narrowest point of
opening.



Features
• KOHLER cast iron

• Acid-resistant enamel finish

• Low profile basin divider for ease of handling large
items

• Equal dimension double basin

• Self-rimming installation available with two, three,
four, or five holes

• Undercounter installation available with seven holes

• 33″ (83.8 cm) x 22″ (55.9 cm)

Codes/Standards Applicable
Specified model meets or exceeds the following:

• ASME A112.19.1M

• IAPMO/UPC

• CSA International

• CSA B45.0

• CSA B45.2

SMART DIVIDETM KITCHEN SINK
K-5838

Colors/Finishes
• 0: White

• Other: Refer to Price Book for additional colors/finishes

Accessories:

• CP: Polished Chrome

• NA: None applicable

Specified Model

Model Description Colors/Finishes
K-5838-2 Self-rimming, two holes ❑ 0 ❑ Other_____
K-5838-3 Self-rimming, three holes ❑ 0 ❑ Other_____
K-5838-4 Self-rimming, four holes ❑ 0 ❑ Other_____
K-5838-5 Self-rimming, five holes (shown) ❑ 0 ❑ Other_____
K-5838-7U Undercounter, seven holes ❑ 0 ❑ Other_____

Recommended Accessories
K-9000 P-Trap ❑ CP

Optional Accessories
K-6039 Bottom basin rack ❑ 0 ❑ Other_____
K-6624 Hardwood cutting board ❑ NA
K-8801 Duostrainer® sink strainer ❑ CP ❑ Other_____

Product Specification:
The cast iron sink shall be 33″ (83.8 cm) in length, and 22″ (55.9 cm) in width. Sink shall have an acid resistant enamel finish.
Sink shall have an equal dimension double basin. Sink shall feature a low profile basin divider for ease of handling large items.
Sink shall be available with two, three, four, or five holes for self-rimming installations or seven holes for undercounter
installations. Sink shall be Kohler Model K-5838-____-____.

DEERFIELD®

Page 1 of 2
1053673-4-B

USA: 1-800-4-KOHLER
Canada: 1-800-964-5590

kohler.com



Technical Information

Fixture*:
Sink
Basin area 14-1/16″ (35.7 cm) x

16″ (40.64 cm)
Basin depth 9″ (22.9 cm)
Drain hole 3-7/8″ (9.8 cm) D.
Faucet hole
Self-rimming models 1-3/8″ (3.5 cm) D.
Undercounter model 2-3/8″ (6 cm) D.
* Approximate measurements for comparison only.

Included component:
Cut-out template 1053528-7

Installation Notes
Install this product according to the installation guide.

K-5838-5

1-1/2" OD

14-3/8" 
(36.5 cm)

22" (55.9 cm)

4" (10.2 cm)

9/16" 
(1.4 cm)

9-5/8" 
(24.4 cm)

8-1/2" 
(21.6 cm)

33" (83.8 cm)

15-3/8" (39.1 cm)

8-13/16" 
(22.4 cm)

12-5/16" 
(31.3 cm)

2" 
(5.1 cm)

16" (40.6 cm)

12" 
(30.5 cm)16-1/2" (41.9 cm)

K-5838-2

16-1/2" (41.9 cm)
K-5838-7U

K-5838-3
4" (10.2 cm)12-1/2" 

(31.8 cm)

K-5838-4

4" (10.2 cm)

8" 
(20.3 cm)

12-1/2" 
(31.8 cm)

4" (10.2 cm)2" 
(5.1 cm)

2" 
(5.1 cm)

2" 
(5.1 cm)

2" 
(5.1 cm)

Product Diagram

DEERFIELD®

DEERFIELD® SMART DIVIDETM KITCHEN SINK
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IRON/TONES�
SELF-RIMMING OR UNDERCOUNTER KITCHEN SINK

FEATURES
• 24-1/4” (61.6cm) x 18-3/4” (47.6cm) (self-rimming) or

21-1/4” (54cm) x 15-3/4” (40cm) (undercounter mount)
• Cast iron

• Acid resistant enamel finish

• Self-rimming or undercounter mount

• Single compartment

CODES/STANDARDS APPLICABLE
Specified model meets or exceeds the following:

• ASME/ANSI A112.19.1M

• IAPMO/UPC

• Canadian Standards Association (CSA)

• State of Massachusetts

K-6585

COLORS/FINISHES
• 0 White
• Other Refer to Fixtures Price Book for additional colors

Accessories:
• CP Polished Chrome
• Other Refer to Faucets Price Book for additional finishes
• NA None Applicable

SPECIFIED MODEL:
Model Description Colors/Finishes
K-6585 Kitchen sink �0 White �Other______

Optional Accessories
K-3294 Hardwood cutting board �NA

K-8801 Duostrainer sink strainer �CP �Other______

PRODUCT SPECIFICATION:
The self-rimming sink shall be 24-1/4” (61.6cm) in length, and 18-3/4” (47.6cm) in width, or the undercounter mount sink shall
be 21-1/4” (54cm) in length, and 15-3/4” (40cm) in width. Sink shall be made of cast iron with acid resistant enamel finish. Sink
shall be single compartment. Sink shall be Kohler Model K-6585-_______.

Page 1 of 2
114333-4-AC

We reserve the right to make revisions without notice in the design of fixtures or in packaging
unless this right has specifically been waived at the time the order is accepted.



IRON/TONES�

364

1-1/2” OUTLET

6-1/2”
(16.5cm)

8-1/4”
(21cm)

12-1/8”
(30.8cm)

24-1/4” (61.6cm)

(T)

3/8” (1cm)

CL OF FITTING
1-1/4”
(3.2cm)
MIN.

18-3/4”
(47.6cm)

1-1/2”
(3.8cm)1-1/2” R.

(3.8cm)

SEALANT 3/8” D. (1cm)

5/8”
(1.6cm)

SINK
SOLID SURFACE
INSTALLATION

SELF-RIMMING
INSTALLATION

SEALANT

SINK

PRODUCT INFORMATION
Fixture*: basin area water depth

Sink 21” (53.3cm) x
16” (40.65cm)

7-1/2”
(19.1cm)

Outlet 3-7/8” D.
(9.8cm)

* Approximate measurements for comparison only.

Included Components:

Basin clamp accessory pack 52047

Cutout template 114333-7

Roughing-In Notes

Fixture dimensions are nominal and conform to toler-
ances in ASME/ANSI Standard A112.19.1M.

(T) Drain typically 13-1/2” (34.3cm).

Supplied basin clamp assemblies require 1” (2.5cm)
minimum countertop thickness. Installer must supply
hardware for thinner countertops.

For multiple bowl undercounter installations, a minimum
distance of 3-3/8” (8.6cm) is required between bowls.
Countertop supplier to determine required support.

K-6585  Iron/Tones �   Sink
Page 2 of 2
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PRODUCT DIAGRAM




